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(57) ABSTRACT

A wafer scale implementation of an opto-electronic trans-
ceiver assembly process utilizes a silicon wafer as an optical
reference plane and platform upon which all necessary opti-
cal and electronic components are simultaneously assembled
for a plurality of separate transceiver modules. In particular, a
silicon wafer is utilized as a “platform” (interposer) upon
which all of the components for a multiple number of trans-
ceiver modules are mounted or integrated, with the top sur-
face of the silicon interposer used as a reference plane for
defining the optical signal path between separate optical com-
ponents. Indeed, by using a single silicon wafer as the plat-
form for a large number of separate transceiver modules, one
is able to use a wafer scale assembly process, as well as
optical alignment and testing of these modules.
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1
WAFER SCALE PACKAGING PLATFORM
FOR TRANSCEIVERS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims benefit of co-pending U.S. patent
application Ser. No. 13/463,408, filed May 3, 2012, which is
herein incorporated by reference.

TECHNICAL FIELD

The present invention relates to a wafer scale implementa-
tion of opto-electronic transceivers and, more particularly, to
the utilization of a silicon wafer as an optical reference plane
and platform upon which all necessary optical and electronic
components are assembled for a multiple number of trans-
ceivers in a wafer scale process.

BACKGROUND

In optical communication networks, transceivers are used
to transmit and receive optical signals over optical fibers or
other types of optical waveguides. On the transmit side of the
transceiver, a laser diode and associated circuitry is used to
generate a modulated optical signal (representing data) that is
ultimately coupled into an output signal path (fiber,
waveguide, etc.). On the receive side of the transceiver, one or
more incoming optical signals are converted from optical
signals into electrical signals within a photodiode or similar
device. Inasmuch as the electrical signal is very weak, an
amplifying device (for example, a transimpedance amplifier)
is typically used to boost the signal strength before attempting
to recover the data information from the received signal.

Optical transceiver modules thus comprise a number of
separate components that require precise placement relative
to one another. As the components are being assembled,
active optical alignment is required to ensure that the integrity
of the optical signal path is maintained. In most cases, these
transceiver modules are built as individual units and, as a
result, the need to perform active optical alignment on a
unit-by-unit basis becomes expensive and time-consuming.

As the demand for optical transceiver modules continues to
increase, the individual unit assembly approach becomes
problematic and, therefore, a need remains for a different
approach to optical transceiver assembly that can improve the
efficiency of the construction process while preserving the
integrity of module, including the required precise optical
alignment between elements.

SUMMARY OF THE INVENTION

The need remaining in the art is addressed by the present
invention, which relates to a wafer scale implementation of an
opto-electronic transceiver assembly process and, more par-
ticularly, to the utilization of a silicon wafer as an optical
reference plane and platform upon which all necessary opti-
cal and electronic components are simultaneously assembled
for a plurality of separate transceiver modules.

In accordance with the present invention, a silicon wafer is
utilized as a “platform” (also referred to hereinafter as an
interposer) upon which all of the components for a multiple
number of transceiver modules are mounted or integrated,
with the top surface of the silicon interposer used as a refer-
ence plane for defining the optical signal path between sepa-
rate optical components. Indeed, a single silicon wafer is used
as the platform for a large number of separate transceiver
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modules, providing the ability to use a wafer scale assembly
process, as well as optical alignment and testing of these
modules, addressing the concerns of the prior art as men-
tioned above.

In further accordance with the present invention, the utili-
zation of a silicon interposer allows for various through-
silicon vias to be formed and used to provide electrical con-
nections between components placed on the interposer and
underlying electrical components. Electronic integrated cir-
cuits such as laser drivers, micro-controllers and transimped-
ance amplifiers are accurately placed on the silicon interposer
using photolithographically-aided features formed on the
interposer. Wafer scale wirebonding techniques are used to
create the necessary electrical connections between the indi-
vidual elements. Optical components such as lasers, isolators,
lenses (individual and arrays), photodiodes and the like are
placed within lithographically-defined openings on the inter-
poser, where the ability accurately and precisely define the
location and size of openings using conventional CMOS fab-
rication techniques allows for passive optical alignment pro-
cesses to be used where appropriate.

It is an aspect of the present invention that the wafer scale
assembly of multiple transceiver modules allows for a wafer
scale active alignment scheme to be used when necessary,
based on an electro-optic probe containing a precisely placed
detector and/or optical source, turning mirrors and other
optics, as well as electrical probes. By virtue of the wafer
scale assembly of the transceiver modules, the placement of
components and subsequent alignment and testing can be
performed in a conventional “step and repeat” fashion.

In one embodiment of the present invention, a second
wafer is used as a “lid” for the assembled modules, with the
lid wafer first being etched and processed to define separate
cavities within which the individual transceiver modules will
be located. The lid may be formed of glass, silicon or any
other suitable material. A wafer-to-wafer bonding of the
arrangement results in creating the final wafer scale trans-
ceiver assembly, which can then be diced to create the sepa-
rate, individual transceiver modules.

In an alternative embodiment, a metal 1lid may be used in
situations (high bandwidth, high frequency, for example) that
have more stringent requirements with respect to EMI shield-
ing.

A particular embodiment of the present invention com-
prises a wafer scale arrangement of optical transceiver mod-
ules including a silicon interposer wafer for use as a platform
for assembling a plurality of separate transceiver modules,
the silicon interposer wafer defined as comprising a planar top
surface defining an optical reference plane, a plurality of
conductive vias formed therethrough to provide electrical
connections to other components and optical waveguiding
regions formed along the surface thereof and a dielectric layer
formed over the planar top surface of the silicon interposer
wafer, the dielectric layer for supporting the placement and
interconnection of electrical integrated circuit components
associated with a plurality of separate transceiver modules,
the dielectric layer configured to include a plurality of open-
ings formed therethrough so as to expose the planar top sur-
face of the silicon interposer wafer in each opening, the plu-
rality of openings of predetermined size and disposed in
predetermined locations for properly positioning and align-
ing optical components of each transceiver module, the
dielectric layer further including electrical conductive paths
for providing electrical connection between the supported
electrical integrated circuit components and selected ones of
the conductive vias of the underlying silicon wafer.



US 9,343,450 B2

3

Other and further aspects and advantages of the present
invention will become apparent during the course of the fol-
lowing discussion and by reference to the accompanying
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

Referring now to the drawings, where like numerals rep-
resent like elements in several views:

FIG. 1 illustrates an exemplary silicon wafer that may be
used to form a silicon interposer for wafer scale assembly of
multiple transceiver modules in accordance with the present
invention;

FIG. 2 illustrates an exemplary arrangement of a combina-
tion of a transceiver module-populated silicon interposer
watfer with a “lid” wafer, where the lid is ultimately bonded to
the interposer wafer to form a packaging of multiple trans-
ceiver modules;

FIG. 3 is a cross-sectional view of an exemplary interposer
die including plurality of components formed in accordance
with the present invention;

FIG. 4 is a cross-sectional view of an alternative interposer
die structure formed in accordance with the present invention,
this structure including an opening to the silicon interposer
surface to form an optical reference plane;

FIG. 5 is an isometric view of an exemplary interposer die
showing a plurality of openings for supporting the various
optical components forming the transceiver arrangement of
the present invention;

FIG. 6 is a view of the arrangement of FIG. 5, in this case
with the optical and electrical components disposed on the
surface of the interposer die;

FIG. 7 is a detailed isometric illustration of an exemplary
lens and photodiode component that may be used to capture
an incoming optical signal and convert it into an electrical
representation;

FIG. 8 is a cut-away side view of the arrangement of FIG.
7,

FIG. 9 illustrates the interposer die as shown in FIG. 6, as
well as an exemplary lid component that may be bonded to a
fully-populated interposer wafer;

FIG. 10 is an alternative view of the arrangement of F1G. 9,
in this case showing the underside of the lid component;

FIG. 11 illustrates an alternative embodiment of the
present invention, in this case where a plurality of four sepa-
rate laser diodes are disposed on submounts, with the sub-
mounts then disposed in openings formed in the interposer;

FIG. 12 shows yet another embodiment of the present
invention, in this case where a simplified, single lens array is
utilized to provide focusing for both the transmitting and
receiving portions of the module;

FIG. 13 is a top view of the arrangement of FIG. 12;

FIG. 14 is another embodiment of the present invention
where the integrated circuits are stacked to form a “three-
dimensional” configuration;

FIG. 15 is a top view of a stacked configuration of the
present invention;

FIG. 16 is an isometric view of another embodiment of the
present invention, in this case utilizing a metal lid to provide
additional EMI shielding;

FIG. 17 is a side view of an exemplary embodiment using
a metal lid, in this case where the lid is formed to include
interior walls to isolate the components form the optical trans-
mitter; and
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FIG. 18 is a side view of an alternative embodiment of the
present invention using a metal lid without any interior walls.

DETAILED DESCRIPTION

In the following description, for purposes of explanation
and not limitation, specific details are set forth in order to
provide a thorough understanding of the present invention.
However, it will be apparent to one skilled in the art that the
present invention may be practiced in other embodiments that
depart from these specific details. In other instances, detailed
descriptions of well-known devices and methods are omitted
s0 as not to obscure the description of the present invention
with unnecessary details.

As mentioned above, a significant improvement in fabri-
cation efficiency, without sacrificing the integrity of the nec-
essary precise optical alignments between various individual
elements, is provided in accordance with the present inven-
tion by utilizing a wafer scale assembly technique, employing
a silicon wafer as a carrier substrate (also referred to herein-
after as an interposer) upon which the individual components
(including electronic integrated circuits, active optical
devices and passive optical devices) are mounted, aligned,
bonded, etc. Since a typical silicon wafer (for example, an 8"
wafer) can support the creation of multiple transceiver mod-
ules (e.g., tens of die across the wafer surface), the wafer-
scale fabrication and assembly techniques of the present
invention are capable of improving the efficiencies of trans-
ceiver module assembly and packaging processes.

Prior to describing the details associated with using a sili-
con wafer as an interposer or platform, the following discus-
sion, with reference to FIGS. 1 and 2, will provide an overall
understanding of the benefits of using a wafer scale process to
assemble the transceivers in the first instance.

FIG. 1illustrates an exemplary silicon wafer 10 that may be
utilized as an interposer wafer in accordance with the present
invention. As shown, a large number of individual interposer
die 12 are defined on wafer 10 as being locations where
individual transceiver modules are to be assembled. Once
wafer 10 is fully populated with the multiple transceiver
modules, a separate lid wafer 14, as shown in FIG. 2, is
bonded to interposer wafer 10 in a manner that results in
encapsulating each individual transceiver module. In particu-
lar, lid wafer 14 is formed to include separate chambers 16
that will form the coverings for the separate transceiver mod-
ules (as described in detail below). Once the wafers are
joined, the bonded structure is diced to form the final, indi-
vidual transceiver modules. A laser dicing process is pre-
ferred, but it is to be understood that any other suitable pro-
cess for separating the bonded wafers into separate
transceiver modules may also be used.

With this understanding of the overall wafer-based
approach to creating transceiver modules, the following dis-
cussion will focus on the aspects associated with utilizing a
silicon interposer platform in the assembly of exemplary
transceiver embodiments. It is to be understood that in draw-
ings where only a single transceiver arrangement shown, the
actual assembly process creates multiple transceiver modules
across the surface of the interposer wafer, at each separate die
location (or at least at a subset of the die locations, as need be,
based upon need, wafer quality and the like), as shown in F1G.
1.

FIG. 3 is a cut-away side view of a portion of an interposer
wafer 10, as processed to be populated with a number of
components forming an exemplary transceiver module. In
this case, a buried oxide (BOX) layer 18 is formed over top
surface 11 of interposer wafer 10, with a relatively thick



US 9,343,450 B2

5

interlevel dielectric (ILD) layer 20 formed over BOX layer
18. A relatively thin silicon layer 22 is created at the interface
between BOX layer 18 and ILD layer 20, where silicon layer
22 is used as an optical waveguiding layer. Indeed, it is seen
that the combination of interposer wafer 10, BOX layer 18
and silicon layer 22 forms a well-known silicon-on-insulator
(SOI) optical structure that has been extensively used in
recent years in the creation of passive and active optical
components.

As will be discussed hereinbelow, optical waveguiding
layer 22 is specifically defined and is routed along this inter-
face to provide the desired optical communication path(s)
between the various components forming a transceiver mod-
ule. In accordance with the present invention, the planarity of
top surface 11 of interposer wafer 10 is precisely controlled so
that surface 11 functions as an optical reference plane for the
transceiver module. As a result, and discussed in detail below,
the creation of an optical reference plane allows for passive
techniques to be used to provide alignment between various
optical components as they process propagating optical sig-
nals. In an alternative embodiment, one or more optical com-
ponents can first be assembled and precisely aligned on a
separate submount element, as discussed below in associated
with FIG. 11, with the submount then precisely placed on
surface 11 of interposer 10, avoiding the need to perform
multiple wafer scale active alignments. Also shown in the
view of FIG. 3 is a lithographically-defined feature 24, which
may be used for providing optical I/O connections to inter-
poser wafer 10.

Another advantage of utilizing interposer wafer 10 in the
fabrication of transceiver modules is that the necessary con-
nections between the electronic integrated circuit compo-
nents forming the transceiver module (e.g., laser driver, tran-
simpedance amplifier, etc.) and underlying sources of power,
signal, etc., can be created by using conventional vias 26
formed through the thickness of interposer 10, as shown in
FIG. 3. Either metal or doped silicon material can be used to
“fill” vias 26 and form the conductive path between the trans-
ceiver module and the power and signal contacts. In the
specific embodiment shown in FIG. 3, a plurality of solder
bumps 28 is formed at the termination of vias 26 and used for
connection to an associated arrangement of bond pads on a
printed circuit board, or other source of power and data sig-
nals (not shown).

FIG. 4 is a side view of another embodiment of interposer
watfer 10 and included components forming an optical trans-
ceiver module. This particular embodiment does not specifi-
cally show BOX layer 18, but it is to be understood that such
a layer may still be included in such a transceiver arrange-
ment. Specifically shown in this view is the processing of IL.D
layer 20 to form a plurality of openings 30. As discussed
above, these openings 30 are created to expose top surface 11
of'silicon interposer wafer 10, allowing surface 11 to function
asawell defined optical reference plane. Advantageously, it is
possible to use standard photolithographic patterning and
etching techniques to form openings 30 with precise geom-
etries and in precise locations relative to other components
forming the transceiver so as to provide for passive optical
alignments, where possible, between various components.
Indeed, a selective etchant (such as HF, for example) will
naturally stop at surface 11 of silicon interposer 10 as pre-
defined regions of ILD layer 20 are removed. Therefore, there
is no concern about either over-etching or under-etching and
degrading the planarity of surface 11 during the etching pro-
cess.

FIG. 5 is an isometric top view of an exemplary interposer
die 12 particularly illustrating the creation of a plurality of
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openings 30 for supporting the various optical components in
the predefined, precise locations by virtue of using exposed
surface 11 of interposer 10 as a reference plane. While FIG. 5
shows only a single interposer die, it is to be understood that
the process of forming these openings, followed by the place-
ment of the various components, is performed as a wafer scale
process, where each interposer die 12 of wafer 10 is simulta-
neously populated with the individual optical and electrical
components. In the particular embodiment of FIG. 5, a plu-
rality of openings 30 are formed to allow for the precise
placement of a number of critical optical components. As
described above, openings 30 are created to expose top sur-
face 11 of silicon interposer 10, where surface 11 is precisely
defined and controlled to create and maintain a planar optical
reference. For example, a first opening 30-1 is used as the
location for a laser diode and a second opening 30-2 is used to
support a lens element.

Through the careful control of the location of openings
30-1 and 30-2 (possible using conventional photolitho-
graphic patterning and etching techniques), once the laser
diode and lens are inserted in their respective openings, they
will be aligned, since each component will be resting on
optical reference plane top surface 11. Similarly, a third open-
ing 30-3 is used to support an optical isolator, which will then
also be in the optical signal path and in alignment with the
laser diode and lens. In some cases, active alignment is
required to properly align the laser diode with its associated
lens. In that event, a wafer scale active alignment scheme is
used, based, for example, on an electro-optic probe compris-
ing a precisely placed detector and/or optical source, turning
mirrors and other optics (and, perhaps, electrical probes) to
provide alignment and testing of components in a conven-
tional “step and repeat” fashion across the wafer surface.
Similarly, wafer scale electrical burn-in of various compo-
nents (such as, for example, a laser diode) is accomplished
using an electrical probe card in the same step and repeat
process.

Continuing with the description of FIG. 5, an opening 30-4
is created through IL.D layer 20 to support a lens element, with
a large opening 30-5 positioned behind opening 30-4. Large
opening 30-5 is used to support a product-specific CMOS
photonic integrated circuit used to perform various types of
signal processing (e.g., modulating a CW laser signal with an
electrical data signal to create a data-modulated optical out-
put signal). The particular operation of the photonic inte-
grated circuit is not germane to the subject matter of the
present invention. An opening 30-6 is used to support a cou-
pling element associated with an output optical signal, with
opening 30-7 utilized to support an associated optical 1/O
connection (see, for example, feature 24 as shown in FIG. 3).
A number of vias 26 are also shown in FIG. 5, where in this
particular embodiment the vias are disposed in a regular grid
pattern across the surface of the complete silicon interposer
wafer 10 so that they may be used as needed in different
transceiver configurations.

FIG. 6 is a view of the arrangement of FIG. 5, in this case
with the various optical components disposed within their
associated openings. As shown, a laser diode 32 is positioned
within opening 30-1 and a micro lens 34 is disposed within
opening 30-2. An isolator 36 is placed within opening 30-3, in
the optical output signal path from laser diode 32. The output
from isolator 36 is then passed through a micro lens array 38
disposed within opening 30-4, where the lens array is used to
couple the propagating optical signal into a CMOS photonic
integrated circuit 40. Various well-known methods may be
used for affixing the optical components in place in their
respective openings. In particular, epoxy, eutectic bonding or
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other arrangements may be used to permanently attach the
optical components in their respective openings. It is to be
understood that an appropriate temperature hierarchy needs
to first be established such that the stability of the joints are
ensured during other potentially high temperature post-pro-
cessing operations.

In the specific embodiment shown in FIG. 6, a fiber array
connector 42 is disposed within opening 30-7, with the indi-
vidual fibers 44 forming the array used to introduce optical
signals to, and output optical signals from, the transceiver
module. Itis to be noted that opening 30-7 may, in some cases,
comprise feature 24 that is lithographically formed in manner
described above. In this embodiment, a lens array 46 is
included within fiber array connector 42 at the termination of
the plurality of individual fibers 44. In operation, incoming
optical signals along, for example, optical fibers 44-1 and
44-2 will pass through lens array 46, and then impinge a lens
element 48 and photo diode 50 disposed within opening 30-6,
creating an associated electrical signal representation. Lens
element 48 and photodiode 50, as shown in FIG. 6, are dis-
posed in opening 30-6, which is formed to be in alignment
with opening 30-7 (and, more particularly, with the location
of fibers 44-1 and 44-2 within the array). Various electrical
components, such as transimpedance amplifier 33 and a laser
driver 35 are also positioned at predetermined locations on
interposer die 12. Here, the electrical components are dis-
posed on the surface of ILD layer 20 (see FIG. 4), with
necessary electrical connections made using the vias 26
formed through interposer die 12.

An exemplary combination of lens element 48 and photo-
diode 50 is shown in FIGS. 7 and 8, where FIG. 7 is an
isometric view, and FIG. 8 is a cut-away side view. In this
particular embodiment, lens element 48 takes the form of a
lens array and includes a plurality of curved surfaces 52 for
focusing a plurality of incoming optical signals, as best
shown in FIG. 8. A prism component 54 is used as a 90°
turning mirror to redirect the plurality of focused optical
signals from a horizontal to a vertical plane, with photodiode
50 (in this case a photodiode array) disposed to receive
incoming optical signals. It is to be understood that this is
merely one exemplary configuration for receiving incoming
optical signals and converting them into an electrical repre-
sentation. Various other arrangements may be utilized within
the wafer-based arrangement of transceiver modules in accor-
dance with the present invention.

Referring back to FIG. 6, a sealing layer 56 is shown as
being formed around the perimeter of interposer die 12
(again, it is to be understood that this layer is formed around
the perimeter of each die 12 forming interposer wafer 10).
This sealing layer, which may comprise a glass frit material,
a AuSn solder, or any other suitable material, is used to bond
a separate lid component to the populated interposer die. In
accordance with the present invention, and shown below in
FIG. 9, alid component 58 is formed to match the “footprint”
of interposer die 12 and is disposed over die 12 and sealed
thereto by the presence of sealing layer 56. Recalling the
discussion associated with FIG. 2, it is to be understood that
a plurality of separate lid components 58 are formed in a
separate wafer and, during fabrication, the entire wafer is
bonded (via the multiple sealing layers 56) to interposer wafer
10.

Turning to FIG. 9, it is evident that lid component 58 is
specifically formed to follow the periphery of interposer die
12 as guided by the pattern of sealing layer 56. Bottom surface
60 of lid component 58 is coated with a specific material (for
example, a metal such as gold) to form a sealing of lid com-
ponent 58 to interposer die 12. As shown in FIG. 9, sealing
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layer 56 and lid component 58 are specifically designed to
create an opening 62, which allows for the optical input and
output signals to access the transceiver module (for example,
opening 62 may be used to allow for optical connector 42 to
be inserted, as shown in this particular embodiment). FIG. 10
is an alternative isometric view of the arrangement of FIG. 9,
showing in particular bottom surface 60 of lid component 58
and illustrating how it follows the same path as sealing layer
56 of interposer die 12.

As mentioned above, an advantageous feature of utilizing a
silicon wafer interposer for assembling, aligning and testing
transceiver modules on a wafer-scale basis is that the silicon
interposer may easily be fabricated to accommodate various
arrangements of the different components forming the trans-
ceiver. Indeed, some arrangements may use multiple laser
inputs, external laser inputs, or other various embodiments.
FIG. 11 illustrates another embodiment of the present inven-
tion where in this case, a set of four separate laser diodes 32-1,
32-2, 32-3, and 32-4 are included within the transceiver. As
shown in FIG. 11, each laser diode is positioned with an
associated lens 34-7 and isolator 36-i on a submount element
64. The use of submounts 64 allows for the optical transmit-
ting subassembly comprising the laser, isolator and lens to be
separately mounted and aligned. Thereafter, the set of sub-
mounts 64 are disposed in properly-sized openings formed in
interposer die 12 (not visible in the view of FIG. 11), where
the proper placement of the openings for these submounts
results in creating the desired optical alignment with an asso-
ciated fiber array 66. In an exemplary embodiment, the sub-
mount may comprise a thermo-electric cooler (TEC) compo-
nent. An exemplary lid component 68 is also shown in FIG.
11, where it is to be understood that lid component 68 is
formed to have a depth sufficient to accommodate the raised
positioning of the laser diodes.

FIGS. 12 and 13 illustrate yet another embodiment of the
present invention, in this case where interposer die 12 is
processed to form a single opening 70 for placement of a lens
array 72 that is used in conjunction with both transmit and
receive optical signals (compare with openings 30-4 and 30-6
in FI1G. 5, as used to support separate lens elements 38 and 48,
respectively). Again, it is a particular advantage of the utili-
zation of a silicon wafer interposer as a “platform” for the
assembly of optical transceiver modules that the specific
arrangement and placement of components can be modified
by merely changing the patterning of ILD layer 20 to provide
the desired openings (of the proper dimensions) in the loca-
tions associated with a particular transceiver module arrange-
ment, while always maintaining the optical reference plane
defined by top surface 11 of interposer wafer 10. FIG. 12 is an
isometric view of die 12, illustrating the location of opening
70 and lens array 72 with respect to both laser diode 32 and
fiber connector 42. Input optical signal I from laser diode 32
is shown as passing through lens array 72 and entering an
integrated transceiver circuit arrangement 74. A set of four
output signals O is shown in this example as exiting integrated
transceiver circuit arrangement 74 and passing through lens
array 72 so as to be focused into a set of fibers 44 within fiber
connector 42. The location of the input and output optical
signals is best seen in the view of FI1G. 13.

Another embodiment of the present invention is shown in
FIG. 14, which can be thought of as a “three dimensional”
transceiver module, where a first integrated circuit is stacked
vertically on a second integrated circuit. As shown, a first
integrated circuit 76 is defined as an opto-electronic inte-
grated circuit 76 and is responsive to an incoming optical
signal to create a modified optical output signal. A second
integrated circuit 78 is defined as an electronic integrated
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circuit and provides power and electrical data signals to opto-
electronic integrated circuit 76. Electronic integrated circuit
78 is, itself, electrically coupled to interposer die 12. As
discussed above in association with FIG. 3, interposer die 12
includes a plurality of silicon through vias 26 which enable
the transfer of electrical signals from an associated printed
circuit board (not shown) generally disposed underneath
interposer 10 and the specific components of the transceiver
module. Again, the specific locations of the openings formed
through ILD layer 18 is dictated by the various components
used to form the transceiver module.

Itis a particular advantage of using a silicon interposer with
the stacked arrangement of FIG. 14 that a multi-level metal-
lization within ILD layer 20 (as shown in FIG. 3) can be used
to provide a large number of interconnections to different
circuits within a minimal space on the interposer die itself
(i.e., a “high density” arrangement). FIG. 15 is a top view of
an alternative three-dimensional, stacked transceiver
embodiment, where at least some of the associated optical
components (inthis case, a plurality of optical modulators 80)
are formed within the silicon waveguiding layer 22 of inter-
poser 10. Monolithic (or hybrid) inclusion of photodiodes 82
within wave guiding layer 22 is also possible. Indeed, the
ability to integrate various silicon-based components of an
optical transceiver directly into the wave guiding layer is
another advantage of utilizing a silicon interposer layer—
processed at a wafer-scale level—in accordance with the
present invention. Also shown in this view is a lithographi-
cally-defined feature 86 that provides “end fire” coupling of
optical signals into waveguiding layer 22. In a preferred
embodiment, the end terminations of the wave guiding layers
are formed as nanotapers to improve coupling efficiency.

In some applications of systems utilizing transceivers
formed in the manner described above, the performance of
high speed, high frequency signals is adversely impacted by
the presence of electro-magnetic interference (EMI). In the
above-described arrangements, an additional ground pad (or
ring) was required to be formed on interposer die 12 and then
connected to a ground plane.

An alternative solution, formed in accordance with the
present invention, is shown in FIG. 16, where a metal lid
component 90 is utilized in place of the silicon lids as dis-
cussed above. Referring to FIG. 16, sealing layer 56 is formed
as a metal that will assist in forming a ground connection with
metal lid component 90. In this particular embodiment, an
additional grounding path 57 is formed to encircle the optical
transmitting components 32, 34 and 36, which are most sen-
sitive to EMI. In this embodiment, “grounding” is provided
by utilizing a special via 92 within interposer die 12 that is
positioned to contact a portion of metal lid 90 and provide an
electrical connection to a ground plane (not shown) located
under interposer die 12. FIG. 17 is a simplified side view of
this arrangement showing the interconnection of metal lid 90
and a ground plane 94 through via 92 of interposer die 12. A
side view of an alternative embodiment using a metal 1id 90 is
shown in FIG. 18, where this embodiment does not include a
separate shielding configuration around the optical transmit-
ting components.

It is to be understood that the embodiments of the present
invention as described above are intended to be exemplary
only. The scope of the present invention is therefore intended
to be limited only by the scope of the claims appended hereto.

We claim:

1. A method for aligning components of a plurality of
optical transceiver modules using a silicon interposer wafer
as a platform for assembling a plurality of separate trans-
ceiver modules, wherein the silicon interposer wafer com-
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prises a silicon planar surface defining an optical reference
plane and a plurality of conductive vias formed through the
silicon interposer wafer to provide electrical connections to
other components, the method comprising:

forming a dielectric layer over the silicon planar surface of

the silicon interposer wafer, wherein the dielectric layer
is configured to support the placement and interconnec-
tion of electrical integrated circuit components associ-
ated with the plurality of separate transceiver modules,
the dielectric layer further including electrical conduc-
tive paths for providing electrical connection between
the supported electrical integrated circuit components
and selected ones of the conductive vias of the underly-
ing silicon interposer wafer;

patterning and etching the dielectric layer to create a plu-

rality of openings, thereby exposing the silicon planar
surface of the silicon interposer wafer at each opening,
wherein the plurality of openings are of predetermined
sizes and are disposed in predetermined locations, such
that placement of the optical components into corre-
sponding openings of the plurality of openings aligns at
least two of the optical components and establishes opti-
cal signal paths between the aligned optical components
along the optical reference plane; and

assembling the plurality of separate transceiver modules on

the silicon interposer wafer.

2. The method of claim 1, wherein the plurality of openings
are created using a selective etchant, such that the etching
process stops upon exposure of the underlying silicon inter-
poser wafer.

3. A method for assembling an optical transceiver module,
the method comprising:

depositing a dielectric layer over a silicon planar surface of

a silicon interposer wafer, wherein the silicon planar
surface defines an optical reference plane;

forming a plurality of openings through the dielectric layer,

thereby exposing the silicon planar surface of the silicon
interposer wafer at each opening; and

positioning a plurality of optical components of the optical

transceiver module within corresponding openings of
the plurality of openings, thereby aligning at least two of
the optical components and establishing optical signal
paths along the optical reference plane between the
aligned optical components.

4. The method of claim 3, wherein a plurality of optical
transceiver modules are formed in a wafer scale assembly
using a common silicon interposer wafer.

5. The method of claim 4, wherein the plurality of openings
are formed by patterning and etching the dielectric layer in
predetermined areas associated with the placement of the
optical components of the plurality of optical transceiver
modules formed in the wafer scale assembly.

6. The method of claim 4, further comprising attaching a lid
component to the combination of the silicon interposer wafer
and the dielectric layer and disposed over the optical trans-
ceiver modules, the lid component configured to include a
plurality of chambers associated with the plurality of optical
transceiver modules such that each optical transceiver mod-
ule is separately encapsulated.

7. The method of claim 6, wherein attaching the lid com-
ponent comprises bonding the lid component to the combi-
nation of the silicon interposer wafer and the dielectric layer.

8. The method of claim 6, wherein each optical transceiver
module as formed includes a sealing layer defining the outline
thereof, the sealing layer used to attach an associated portion
of'the lid component.
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9. The method of claim 8, wherein a bottom surface of the
lid component is covered with a material that creates a per-
manent attachment to the sealing layer when the lid compo-
nent is attached to the combination of the silicon interposer
wafer and dielectric layer.

10. The method of claim 6, wherein the lid component
comprises one of a silicon wafer and a glass wafer.

11. The method of claim 6, wherein the lid component
comprises a metal component.

12. The method of claim 11, further comprising coupling
the lid component to an associated ground plane using a
grounding via formed through the dielectric layer and the
silicon interposer wafer.

13. The method of claim 12, wherein the lid component
includes an internal compartment within each chamber, the
internal compartment for separately encapsulating the optical
portion of each optical transceiver module, providing protec-
tion from electromagnetic interference.

14. The method of claim 3, wherein a set of openings
formed through the dielectric layer are associated with optical
input/output connections for the optical transceiver modules.

15. The method of claim 14, wherein the set of openings are
disposed at an end region of each optical transceiver module
location such that an optical connector is capable of accessing
the optical components and is aligned with the optical plane
reference surface of the silicon interposer wafer.

16. The method of claim 3, wherein each optical trans-
ceiver module includes optical transmitting components
including alaser diode, a lens element, and an optical isolator,
and the dielectric layer is formed to include openings for the
laser diode, lens element, and optical isolator in each region
associated with a separate transceiver module, wherein a set
of'openings for a laser diode, lens element, and optical isola-
tor in each region are formed to provide optical alignment
therebetween, with the laser diode disposed in a first opening,
the lens element disposed in a second opening, and the optical
isolator disposed in a third opening of the dielectric layer.
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17. The method of claim 16, wherein a single lens element
is utilized with both transmitting and receiving optical sig-
nals, the single lens element comprising a lens array and
disposed in an opening in the dielectric layer positioned to
align with both the optical transmitting and receiving com-
ponents.
18. The method of claim 3, wherein each optical trans-
ceiver module includes optical transmitting components
including a laser diode, a lens element, an optical isolator, and
a submount component, the laser diode, lens element and
optical isolator being attached to a surface of the submount
component in an aligned configuration, the submount com-
ponent being disposed within an opening formed through a
predetermined area of the dielectric layer.
19. The method of claim 3, wherein each optical trans-
ceiver module includes optical receiving components includ-
ing a lens element and a photodiode, and the dielectric layer
is formed to including openings for the lens element and the
photodiode in each region associated with a separate trans-
ceiver module, the openings being configured to provide opti-
cal alignment between an incoming optical signal, the pho-
todiode and the lens element.
20. A method for aligning components of an optical trans-
ceiver module, the method comprising:
positioning a plurality of optical components of the optical
transceiver module within a plurality of openings
formed through a dielectric layer, thereby aligning at
least two of the plurality of optical components and
establishing optical signal paths between the aligned
optical components along an optical reference plane,

wherein the optical reference plane is defined by a silicon
planar surface of a silicon interposer wafer, the dielectric
layer is disposed over the silicon planar surface, and
each of the plurality of openings through the dielectric
layer exposes the silicon planar surface.
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